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UNIVERSAL CLAMP 
 

for clamping round and square material, e.g. round 
diameter 22 mm, square 20 mm 

  

 

  

AUTOMATIC REEL CHANGER 
 

for changing laminating material, e.g. in laminating 
systems, available in right-side and left-side models 
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MACHINE SEGMENT 
 

The modular design of our systems  
begins with the basic frame. 

 
 

PNEUMATIC HEXAGONAL TENSION SHAFT 
 

e.g. for tensioning drive units 
 for laminating systems 
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WIDTH AND HEIGHT ADJUSTMENT 
 

for adjusting the width and/or height for identical profile 
cross sections with different dimensions 

 
 

MECHANICAL QUICK-ACTION  
CLAMPING ELEMENT 

 
e.g. for clamping tool holders in a tool head 
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CONNECTION FOR CLAMPING 
 

e.g. of tool holders in a tool head 

 

 

FEED/TRANSPORT UNIT 
 

e.g. for transport of profiles in  
laminating systems 
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PNEUMATIC ROLLER ASSEMBLY 
 

Pressure and guide roller for identical  
profile sections with different dimensions  

(in a defined range) 

 
 

QUICK-CHANGE SYSTEM 
 

The pre-set tool head for several profiles  
enables faster retooling of the system 
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UNIVERSAL ROLLER ASSEMBLY 
 

Roller assembly for press and guide rollers  
can be adjusted and stopped in  

all directions and angles 

  

AUTOMATIC PRESSURE PRIMER DOSING 
 

Feeding of the primer is controlled based on the profile 
shape and the speed of the laminating process to ensure 

optimum lamination of the profile sections. 
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UNIVERSAL NC ADJUSTMENT 
 

Tool head for press and guide rollers can be  
adjusted in all directions. The use of a universal 
adjustment system eliminates time-consuming  
set-up for differing profile section dimensions.  
This increases flexibility and reduces costs. 

 
 

 

 




